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iJti '\~'' \: v 
n PT.ANT~. Long Beach, Antioch, Seattle, Jacksonville, and Delanco, 

Board Stucco 
Paper Fiber 
Vermiculite Ore 
01au Fiber 
Starch 

· - with sanders 
Dextrose 
Core Foaming Agent 
Lignin 
End Trim 
Potassiwa SUlfate 
Retaraer 
Hydrated Lillie 

(S-1) 
(B-G-1) 
RM-B-28) 
(B-G-1) 
(RM-B-ll) 

(RM-B-J) 
(B-G-1) 
(B-G-1) 
(B-G-1) 
(B../l-1) 
(B-G-1) 
(RM-p.;j) 

152~ - 1800 
10- 15 
22 - 25 
,),8 - 4.2 
9.0 - 12,5 
6- 10 
0- 3 
0,2 - 1.4 

"·' - 5.0 20- 40 
0 - 1 
0- 0.5 
l - 1.2 

NOTE; Formula shall conform to U,L. Code No, J54J, Section 1. 

Paper Liners: Use Grade 7001 Manila and Grade 7002 Oreybaek tor face and back 
paper respectively, except for Partition Board. use Orade 7010 Partition I 
!Icard Manila anc Grade 701) Partition Board Oreyback for face and back I 
paper respectively on all 5/8'' board manufactured for use 1n partitions. 

OfERATING SFECIFICNfiONS: Rafer to Product Bulletin B-G-2 for Genernl Specifications. 

SliU'ey Slwnp ~t - 9 

Slurry setting Tillie (minutes) 

Wet Slurry Weight (lba/cu, ft.) 
i 

Wet Compressive Strc,gth (psi): 

2 • 4-'J/4 

68 - 78 

235 • 400 

Moisture content at '\.he take-off shall be ~nainta:!ned at lO:C to 25%; average 11,%. 

NOTE: Full width Sl~1rry spreader bar should be mounted to vibrating section of 
the ~nachine tabl.e and adJusted to completely spread the level slurry across 
fUll width of sl~at, 
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